B Temperature Characteristics T-ambient 25°C B Electrical Characteristics

Input Voltage: Input Voltage:
Operating -30 +40 C EU:AC100~240 50/60Hz
Storage -40/+85 C PF:>0.93 THD<20%
Power Efficiency:>0.87
Installation Light Distributon Curve Dimension
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By-Pass
Electronic ballast must be by-passed by a registered electrician
Recommended
Model NO Power  Light LEDQTY CCT  Frosted Cover Clear Cover  CRI(Ra) Beam Installation Height
’ (W) Source (pcs) (K) Lumens  Lm/W Lumens  Lm/W Angle (m)

Green05 H 600mm 11 3528 108 4000K 1650 150 1760 160 >80 120° 2-4

Green05 H 900mm 17 3528 168 4000K 2550 150 2720 160 >80 120° 2-4

Green05 H 1200mm 20 3528 216 4000K 3000 150 3200 160 >80 120° 3-6

Green05 H 1500mm 24 3528 240 4000K 3600 150 3840 160 >80 120° 3-6

Green05 H 1500mm 30 3528 336 4000K 4500 150 4800 160 >80 120° 4-8

CCT Range WW/(3000K) NW(4000K) DW(5000K) CW/(6500K)
Waterproof : IP22 & IKO5
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